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'S RESOLUTIONS 


Looking back over the early years of this publication, I found, by and large, a lot 
more parts ads than we are seeing today. Indeed, if it were not for a small group of 
members who have consistently offered things for sale, the last dozen or so issues would 
have had very little. The sale or exchange of parts, and the finding of what one needs, 
are fundamental and important attributes of an organization such as this one. Reading 
the Editor's Deathless Prose, however informative or entertaining that may be, will not 
Bet anybody's car on the road if he's missing some pieces. Several of our newer members 
have told me that, while they like the Club, they are disappointed in it as a source of 
parts. I cannot blame them. 


1 would thus like a primary goal of the Club for 1988 — a New Year's Resolution, 
if you will — to be # clear improvement in our parts exchange. I regret to say that there 
are, in the antique car hobby, far too many people who are "collecting" parts, who buy 
but never sell, who are hourding stuff against some imagined future "need." Webster 
says 4 "hoard" is a "hidden supply or fund stored up.” When I was a boy in World War 
Il, howrding, particularly of "black market" rationed items, was considered highly 
anti-social conduct. | have no higher opinion of people who deliberately store up car 
parts they have no reasonably-predictable need for, on the ground that "some day" they 
will get a car that the parts will fit, or — worse yet — that some day the parts will become 
more scarce, higher-priced and thus more profitable to sell. The latter attitude is not 
only unfair to people who are looking for those parts today, it is bad economics. It could 
—TI venture to say — be easily proven that any given sum invested at prevailing rates 
of compound interest in a CD five years ago would return more than the same sum 
"invested" in most antique car parts, even when one considers that the IRS will find out 
about the CD but not about the parts. People who hoard parts are — in a word — parasites 
on the hobby. 


More numerous than the deliberate hoarders are the disorganized accumulators. 
‘These are the people who pick stuff up over time, stash it away uncataloged in cellars, 
garages, attics, barns and rented storage buildings, and forget they have it. Long after 
the car for which these things were acquired has been sold, they sit in a battered carton 
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somewhere, gathering dust and rust. Or, when the owner finally gets around to rebuilding 
the front end of his car, he finds he has four extra pairs of shock absorbers: when he 
saw some at Hershey three years ago, he didn't remember he'd bought some five years 
ago, at which time he didn't remember he'd bought some seven years ago. Although my 
own accumulation is by no means as large as some, I cannot exclude myself from this 
group. While the Disorganized Accumulators are less culpable than the Deliberate 
Hoarders, their effect on the hobby is the same: stocks of parts are off the market, 
unavailable to people who need them. 


No one can quarrel with the keeping of spare parts in reasonable numbers for the 
cars one has: a rebuilt generator, say, or fuel pump, that sort of thing, especially where 
the parts are in relatively good supply. No one ought to quarrel with the storing up of 
stuff for a clearly-intended restoration, not of some "dream car" but of a car actually 
owned, even though the end of the restoration may be years off. It is when the collecting 
gets out of hand that the hobby and all its participants suffer. 


Hoarding breeds more hoarding. If one guy thinks he'll never find things when he 
needs them, because the supply is locked up, he’s likely to start hoarding too. Per contra, 
if he thinks others will share willingly with him, he is far more likely to share with them. 


1 suppose this is becoming another Harangue and Diatribe, and thus 1 will end it 
with these Pleas: 


1, This winter, go through your stuff, find it all, sort it out, and offer to others 
what is surplus of your real needs, 


2, ‘Those who are are in need, send me a "Wanted" ad. No one will know you need 

it if you don't say so. Eve read the "Wanted" nds, and respond to the needs 

of your fellow-man, as you would wish if you were he. 

If each of us would make these his New Year Resolutions, the Club would be much 
the better for it. 


BIGGEST BUCKS BUICK? 


In case you missed the news, the 1936 McLaughlin Limited made for the then Prince 
of Wales — later King Edward VIII and a bit later the Duke of Windsor — sold in dune 
1987 at Sotheby's in London for 143,000 English Pounds, or about U.S. $230,000. This 
is the most expensive Buick I've heard about. There is, of course, a romantic history 
associated with the car, which we touched upon in Vol. V, No. 6. Edward VIII was, so 
far as I know, the only English King to abdicate — a fancy word for "resign." He preferred 
twice-divorced Mrs. Simpson and the obscurity of exile in Paris to being King: a deal 
I might have gone for myself. As Duke, he also had a '38 McLaughlin Limited and a '39 
Roadmaster, both with special coach work. 


A FIELD GUIDE TO THE MEMBERS 


A look through Peterson's A Field Guide to the Birds reveals that many avian 
species have diverse habitats, and that, while some species have declined, a number 
have extended their ranges, especially to the north. Like the birds, our members are 
found in diverse habitats as well, although we seem to be concentrated in the more 
densely-populated areas of the continental United States — no surprise, I'm sure. And, 
with the black vulture, the white-eyed vireo and the mocking bird (to name a few of 
the northward expanders), we too have recently extended our range considerably to 
the north. 


I hope you will join in welcoming our northernmost member, Adrian Rubio (#667) 
of Barrow, Alaska. At approximately 71 degrees North Latitude, Barrow is above the 
Arctic Circle by some 350 miles. On December 21, 1987, the Winter Solstice, the duration 
between sunrise and sunset in Ohio was the shortest of the year: nine hours and 19 
minutes. At Barrow it was zero: from the third week in November to the third week 
in January the sun is not seen, and an hour or so of "dusk" in the early afternoon is what 
you get. I will not even mention the temperature. Obviously, in such conditions "winter 
project" takes on a whole new dimension. Per contra, in June northern Alaska is the 
"Land of the Midnight Sun." Adrian, who works a water treatment plant, has @ 1937 
model 41, which I assume he does not drive in winter, and also restores furniture. (In 
northern Alaska, wood is highly prized, since the nearest tree is several hundred miles 
to the south.) How the car got up there I do not know; perhaps we shall find out. 


Curiosity piqued by the foregoing exercise, | determined that our southernmost 
member is Barry McGuire (#581) in New Zealand. However, at about 40 degrees South 
Latitude, Barry is no farther from the Equator than I am, and it's another 2,000 miles 
from there to the Antarctic Circle. Not quite the same as Barrow, Alaska. 


Our own Field Guide to the Members — the 1988 Club Roster — should be ready 
at about the time you read this. The Roster is prepared by Mike and Barbara Vosganian 
(#447). While we try to make it as complete snd accurate as we can, inevitably a few 
mistakes creep in. Additionally, those who joined or renewed memberships after a date 
around the first of November 1987 could not be included. Our thanks again to Mike 
and Barb for taking on this difficult and time-consuming job. 


TRIVIA GEOGRAPHICA 


For those of you who have not yet passed on to the Technical Tips or dozed off, 
4 reward: confound your friends with this piece of Trivia Geographica, Alaska is at 
once the location of the northernmost, easternmost, and westernmost points in the 
United States. How can this be? Listen carefully, My Children, and I will tell you. 
‘The northernmost point (Point Barrow) we have already established. Alaska also includes 
the Aleutian Island chain, which stretches over 1,000 miles into the Bering Sea. Attu, 
the last island — which the Japanese occupied in World War II — is 250 miles past the 
International Date Line, at Longitude 172 degrees East. Some 300 miles west of there 
is a barren rock along Amchitku Pass, which at Longitude 179 degrees West is the 
westernmost point in the U.S. Attu is the farthest east, measuring everything, as is 
done officially, from Greenwich, England. If you doubt this, get out a world map and 
take @ look. What in hell difference does it all make? Depends on one's point of view. 


T am sorty that we have no "human interest" on Yadventure" story this 
month. T'm tined of writing about mysees, and you all may be tired of reading 
about me. Nobody has sent in anything gor some time. How about it, folks? 

Are abl your bives 40 deadty duke and boring? Has nothing interesting, amusing, 
frustrating, gabling, happened to you ever? If you can't tett a car stony, 

how about something etse? No need to worry about syntax [unlike other forms 

of tax). Legible writing is abl that’s required. Meat Loak recipies are 

neady to be printed, AND I WILL DO IT. OR MAYBE I WILL QUOTE WHOLE ACTS 

OF KING HENRY UT OR’ HAMLET. 


hi vs no hla thereat! — kee 


COVER CAR: 1938 model 61 owned by John Mullenix (#436); Hastings, Michiga: 


This 1937 Goodrich tire ad is an interesting example of advertising style 50 years ago. 
I don't exactly find the story “thrilling.” How about you? 


HIS WIFE WAS /LL. 

HE WAS RUSHING 70 
HER...WHEN BANGS 
4 BLOW-OUT!/ 


Read REX BEACH’S thrilling 
True Story of the man who is 
living on “Borrowed Time” 


Goodrich SAFETY Silvertown 


With Life-Saver Golden Ply Blow-Out Protection 
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REAR COMPARTMENT CLOCKS 


Tom Gentile (#130) started me off on an interesting evening # couple of months 
ago by asking if | had any information on rear compartment clocks in 1937 Limiteds, 
Finding absolutely nothing in my archives, I called '37 90-series owners Bob Ward (#114) 
in Ontario, Canada and Jack Corliss (#279) in California, (Jack and I had a pleasant 
chat about all sorts of things besides the original question: thank goodness for "Reach 
Out America.") The answer, confirmed by both these worthy gentlemen, was very clear. 
‘The reason I could find nothing about 1937 rear compartment clocks that there were 
no 1937 rear compartment clocks. oc. 


A clock, located in the center of the fixed panel behind the front seat, was standard 
on the 1938 Limited and the Roadmaster formal sedan (model 81F). It was also a 
factory-installed "special accessory" on the other '38 Roadmaster models (81, 87, 80C) 
at a cost of $15.00 — not cheap for a clock in those days. (There were "special" 
accessories and "standard" accessories; typically, the "standard" accessories came with 
the car unless ordered out, and the "specials" had to be ordered in.) Shortly after the 
'87 inquiry, someone (I forget now who it was) sent me a short article on these clocks 
— his timing could not have been better. Unlike the dash panel clocks, which were 
electric, the rear compartment clocks were "wind-up." Presumably it was the chauffeur's 
job to keep the clock wound. The clock is recessed into the panel, and can be swung 
out on a bracket to reach the controls. The face of the clock is surrounded by a chrome 
bezel, which is fixed to the panel. The clock described in the article is marked 
"JAEGER," and has a rectangular face (2 3/8 in. x 3 7/8 in.) of brushed stainless with 
a circular dial surrounded by four numerals and two decorative panels, all embossed 
into the face. The dial, numerals and panels are black and there are white dots around 
the dial at the hour marks. (It may be that there were other manufacturers of these 
clocks, and variations in their style. The 1937 dash clock in my car was made by "Geo. 
W. Borg Corp., Chicago, U.S.A.") Below is a sketch of the 1938 Jaeger clock. 


A TORQUE TUBE Exclusive-First Time in Print 


of original 
set which, & 


88 McConnell (#434);Oakville, Ont. 


too small, but also because the colors have had too much exposure to light and 
handling.) Using this 193& set, which has color samples about 2" by 4” in 
size, and a Sikkens "color map" and light box, Lauren has now developed 
formulas whereby most 1938 body colors can be duplicated in either DuPont 
CENTARI enamel or LUCITE lacquer, and all these colors (except Cezanne Beige-- 
see discussion below) in one or the other finish. 


These formulas are set forth below, together with some explanatory text 
and notes, part of which is a revised edition of material from the December 
1985 article. You can take the appropriate formula to any DuPont auto paint 
Jobber--there are some 6,000 in the U.S.--and get your paint mixed from it. (I 
know this is true because I tried it with the 1937 Coronary Green formula for 
my previous car; I also got into a long discussion with the paint man about 
antique cars.) 


At the outset, an important word of caution: the formulas will produce 
colors that, in Lauren's jidgeent. fe at close To-the original colors as it is 
reasonably possible to come; however, they may not be--indeed, probably are 
not=-precise duplications of the factory-fresh cars. The matches have been 
made “using” sone of the very best technology available, from a set of original 
samples that are probably the most accurate obtainable ‘tod Of necessity, 
however, the process has in it a considerable amount of Lauren's personal 
judgments and perceptions, and even those excellent samples, however well- 
preserved, may not themselves be precise. While I have the highest regard for 
Lauren's knowledge and experience in the field of automotive finishes, every 
Person's perception of color may vary to a greater or lesser extent from every 
other person's. Moreover, all colored finishes change to some degree over 
time. Therefore, if you have a 1938 car still in its original paint, it is 
quite likely that use of the applicable formula will produce a color different 
in appearance from that mow on the car. This is not because the formula is 
poor, but rather because the car's paint will have changed color over time, 
even in areas protected from weather. Likewise, you may have seen a refinished 
car whose owner claimed to have matched the original color, and find that the 
appropriate formula does not appear to give a close match of that car, There 
are several reasons , of course, why this might be so. As noted above, we 
believe we have come as close as is humanly possible. 


IMPORTANT NOTES ON FORMULAS 


1. Where an asterisk (*) is used with a lacquer formula, if you 
intend to apply a top coat of 380-S Clear, substitute 475-L 
Binder in place of 465-L Binder and 485-L Balancer. 


2. Except for the Engine Green, enamel formulas are for OuPont 
CENTARI acrylic enamel andy lacquer formulas are for DuPont 
LUCITE acrylic lacquer. IMRON is a polyurethane enamel, 
highly recommended for engine and frames. 


3. For a black car (Code 515) use any of the following, 
available in factory package quarts and gallons: 


DUCO Nitrocellulose Lacquer - 44 
LUCITE Acrylic Lacquer - 99 
CENTARI Acrylic Enamel - 99A 
IMRON Polyurethane Enamel - 990 


(DUCO, OULUX, LUCITE, CENTART, IMRON are DuPont registered 
trademarks.) 
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4. The number shown 


opposite 


various mixing colors are 


"Scale Settings," which the paint supplier will use in making 


up the paint. 


galton. 


Unless otherwise 


noted, these are for one 


5, The number in parentheses following each color name is the 
original DuPont nitrocellulose formula number. 


Code 516 - GAINSBOROUGH BLUE 
(DUC 246-51995) 
Lacquer 
406-L Black 162 
401-L White 343 
416-L Blue 749 
425-L Blue 1166 
465-L Binder 2752 
485-L Balancer 3487 
Code 517 - VAN GOGH GREEN 
(DUCO 246-51252) 
Lacquer 
418-L Blue 44 
401-L White 256 
406-L Black 636 
425-L Green 1400 
465-L Binder 3276 
485-L Balancer 3540 
Code 518 - TITIAN MAROON 
(DUCO 246-5238) 
Lacquer 
401-L White 96 
434-L Maroon 311 
406-L Black 639 
441-L Dark Violet 1481 
465-L Binder 3551 


Enamel 
No Formula 

Enamel 
758-5 Drier 178 
724-A Blue 477 
701-A Khite 987 
741-A Yellow-Green 2059 
705-A Black 3562 

Enamel 
758-S Orier 179 
747-A Mon Red 301 
701-A White 647 
749-A Maroon 1211 
716-A Red 2104 


705-A Black 3580 


Code 519 - BOTTICELLI BLUE 
(DUCO 202-51567) 


Lacquer* 


430-L Mon Red 
406-L Black 

411-L Med. Alum: 
418-L Lt. Blue 
419-L Organic Blue 
465-L Binder 
485-L Balancer 


Code 520 - WHISTLER GREY 
(Duco 202-51576) 


cquer* 


402-L White 

428-L Oxide Red 
453-L Fer. Yellow 
406-L Black 

411-L Med. Alum. 
465-L Binder 
485-L Balancer 


CAUTION ON WHISTLER GREY: 


16 
202 
490 
786 

1406 


3184 
3484 


47 
179 
425 
699 
799 

1460 
3500 


Unlike the other colors, the lacquer and ename 
Formulas here were developed from different samples, not both formulas 
from the same sample. It is recommended that you not use both lacquer and 
enamel on the same car, unless you have mixed both, sprayed them on test 


Enamel 
758-S Drier 176 
747-A Mon. Red 293 
705-A Black 1030 
724-A Blue 1746 


722-A Phthalo Blue 2486 
710-A Med. Alum, 3595 


Enamel 
758-S Drier 178 
747-A Mon. Red 203 
701-A White 231 
710-A Med. Alum. 1207 
705-A Black 3556 


panels, rubbed out the lacquer and carefully compared the results. 


this is the best we can do on this color. 


Code 521 - HOMER GREY 
(DUCO 202~52687) 


Lacquer 


411-L Med. Alum. 
440-L Violet 
406-L Black 
457-L Irg. Yellow 
465-L Binder 


Code 522- COROT BEIGE 
(DUCO 246-9846) 


Lacquer 


457-L Irg. Yellow 
406-L Black 

453-L Fer. Yellow 
428-L Red Oxide 
402-L White 

465-L Binder 
485-L Balancer 


85 
202 
1303 
1373 
3486 


100 
203 
628 
1073 
1895 
3400 
3600 


Enane1 
No Formula 

Enamel 
758-S Drier 193 
717-A Oxide Red 475 
732-A Fer. Yellow 835 
705-A Black 1365 
700-A White 3857 


Code 523 - VAN DYCK BROWN 
(DUCO 202-52558) 


Lacquer* Enamel 
434-L Maroon 8 758-S Drier 178 
411-L Med. Alum. 257 732-A Fer. Yellow 211 
406-L Black 414 701-A White 355 
401-L White 587 748-A Mon Violet 577 
455-L Red-Gald 767 705-A Black 893 
438-L Pon Orange 1074 752-A Trans. Oxide 1211 
465-L Binder 2540 710-A Med. Alum. 2370 
485-L Balancer 3491 756-A Binder 3552 


Code 524 - RAPHAEL GREEN 
(DUCO 202-52573) 


Enamel 
401-L White 72 758-S Drier 178 
443-L Mon Green 196 700-A White 196 
405-L Black 349 705-A Black 342 
455-L Red-Gold 508 752-A Trans. Oxide 614 
411-L Med. Alum. 759 756-A Binder 1140 
465-L Binder 1804 711-A Med. Alum. 1780 
485-L Balancer 3487 741-A Yellow-Green 2525 
710-A Aluminum 3550 
1937-1938 ENGINE GREEN 
(Note: Scale settings are for one quart.) 
IMRON Enamel DULUX_Enamet 
559-U Blue 357-1/2 05450 Drier 45 
561-U Green 617-1/2 1-0 White 105 
548-U Yellow 682-1/2 15-D Blue 255 
536-U Red Oxide 780 40-D Yellow 355 
555-U White 812-1/2 3-D Iron Blue 955 


535-U Black 832 


gzanne Beige (Code 525) apparently was introduced sometime during 
the 1938 model year, and may have been a substitute for Corot Beige. 
Since all of our color samples came from material brought out with the 
introduction of the 1938 models, we have no sample for Cezanne Beige and 
thus have no formulas for it. If you have a car with "525" stamped on 
the firewall ID plate, and want to know what the original color looked 
Tike, you have a problem: unlike some colors, Cezanne Beige appeared in 
1938 only; the 1939 beige has a different number. If any member has a 
good sample of Cezanne Beige, he is urged ta notify the Editor. 
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1938 Century convertible--Ben Gostanian (#255);Fresno, CA 


As most of you know, while for 1937 all painted wheels were done in 
the same color as the car body, for 1938 there were “optional wheel 
colors." In addition, with Some 1938 body colors, neither the standard 
nor the optional wheel colors were the same as the body color. ke know 
the names of these whee! colors, but have no reliable information as to 
what they actually looked like. I have never seen any color charts or 
formilas (even obsolete ones) for them. We have covered this subject 
before, but for purposes of completeness I thought it would be helpful to 
set forth a chart of the 1938 wheel colors, and this appears below. 


This chart also shows that wheels were done with enamel, not lacquer 
(as noted above, that is the difference between "DUCO" and "DULUX"), 
That's what most restorers do today: lacquer--especially nitrocel lulose-- 
is more easily chipped, and will not long survive removal of hubcaps and 
trim rings. 


par HOY UPPER PANE 00 Lowse Pant woes 

Lalliiied Ce SJ coe he ce Dv, Se 

S890 Wembrandt Black 63732 Same 

S16 38 Calneborough Blue 24261006 Same 

S17 MN Van Gogh Green 251282 Same 3 
Siver (Outer) 
Yellow (Coster) 

S18 UE Tian Maroon asim Same Sliver 
silver 

819 1931 owctt Blue wonsiset Same Stiver 
Stiver 
Cream 

$20 ne Wailer Grey sisi Same . Carteret et 

(Opt) Daste Red 48-20382 Sliver 

S21 Nt Homer Gror sepanist Same iver 

451 An Corot Saige aaa Same Stier 

Si 1808) Van Dyck Brown = 37-52658 Same ‘ suver 
Cream 
Cream 

5201998 Rapbael Greve wonsisis Same Siver (outer) 
Yallow (Center) 

S25 1838 Cezanne Beige persuwt Same si 


nu 


A month or so ago, 1 was discussing with John Huffman (#623) the 
appropriate colors for a 1937 Roadmaster. John called my attention to 
something that is quite obvious once one thinks to look for it, but which 
had eluded both Lauren Matley and me: several colors were carried over 
from one model year to another, with changes of name but no change in 
formulation. The apparent champion for such longevity--at least for the 
years covered by my source material-~is my old favorite dark green. (No, 
it's not black: the 1936 and 1937 blacks were different from the 1938- 
1942 black; just as with any other paint, there are differences in 
blacks. This is well illustrated by the story of "Two Rabbis," which I 
will tell at the BCA National.) 


For such interest as it may have, there is a list of 1937 or 1938 
colors that survived more than one year. 


1, 1936 Chateau Green (422); 1937 Coronary Green (02); 1938 
Van Gogh Green (517); 1939-1942 Verde’ Green (532, 543, 
562, 42-05): al] DUCO 242-51252 or 253-51252, 


2. 1936 Phantom Grey (432); 1937 Wellington Grey (505); 1938 
Whistler Grey (520); 1939-1940 Acadia Grey (535, 546): 
all DUCO 202-51576 or 213-51576. 


3. 1936 Cascade Blue (431); 1937 Sudan Blue (504); 1938 
Botticelli Blue (519); 1940 Bandelier Blue (545); all 
DUCO 202-51567 or 213-51567. 


4, 1936 Ballue Brown (423); 1937 Bengal Brown: DUCO 246- 
6525, 


5. 1936 Cardinal Maroon (429); 1937 Sandringham Maroon 
(503): DUCO 246-50721. 


6. 1936 Moderne Grey (425); 1937 Windsor Grey (506):  DUCO 
202-5171. 
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Before we leave for now the subject of paint, a few observations I 
have made in the past may bear repetition. 


@ People's perceptions of color can vary widely: a color I 
call "green" my wife will call "blue." Moreover, al! 
colors, no matter by whom seen, are functions of 
reflected light. Thus, altering the character of the 
ight falling upon any object may alter the perceived 
color of that object. This is especially noticeable with 
the "cool white" fluorescent lamps commonly used. (I 
learned this the hard way, and eventually re-lit my 
a workshop with expensive “day-light" fluorescent 
tubes. 


@ A small area of one color may have a much different 
visual impact than a large area of the same color. A 
smal] “chip " of--say--Gainsborough Blue will look somber 
and almost black. Over an entire Roadmaster sedan, the 
effect will be quite different. 
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@ Colors have a psychological impact as well, and tend to 
most people to convey thoughts or moods or to have 
associations. Consequently, some colors will generally 
be considered more appropriate to certain models and body 
styles than other colors. while almost any model can 
handle black, dark blue or maroon successfully, the same 
cannot be said of lighter colors. A convertible or sport 
coupe in beige looks rakish and spirited; by contrast, a 
Roadmaster sedan in beige looks like a taxi. 


© All of these considerations combine to suggest that 
colors be chosen with thought and care. Firstly, examine 
any sample of color in bright sunlight. Secondly, try to 
visualize how that color will Took on the whole car in 
bright sunlight. If the least in doubt, invest in a 
Galton “oF the paint and a4 x 4 sheet of masonite, then 
paint this “test panel" and look at it in bright 
Sunlight. It's better to waste $50 than hear a lifetime 
oF ax! ya paint it that color?" Thirdly, consider 
whether the color is "right" for the car. 


@ Unless you are skilled or can devote considerable space, 
time and effort to practice, unless you have the 
necessary equipment, leave painting to the best 


professional you can find. However meticulous a 
restoration may otherwise be, a mediocre paint job will 
destroy ft. 


1938 Limited in Botticelli Blue. Not bad in black & white, 
but an eyefull in color. I wouldn't have done that, myself. 
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TECHMCAL TIPS 


OLD WINE IN NEW FLASKS 


In this issue, and from time to time in the future, we will re-visit some 
technical subjects, by way of reprinting articles or passages from earlier 
volumes (either verbatim or in revised version). There are two chief reasons 
for this: 


1. The Editor, however facile his brain and pen, cannot endlessly 
create new and useful matter within the constraints of time he 
must live within (see preceding issue), or of the source 
material available to him; moreover, much of the stuff promised 
by members on technical subjects has not yet been delivered. 


2. Our experience is that some 70 to 90 new members join each 
year, while as many, for one reason or another, drop out; 
therefore, in the space of three years there will be added 210- 
270 people who have never seen, but who well may profit from, 
material covered three or four years ago. 


To those to whom the re-plowing of old fields may be dull: my apologies, 
and my suggestion that the way to new and interesting ground is within your 
power to point. That is to say, if any “old-timer” is annoyed by the 
reprinting of old matter, let him both balm his own annoyance and enlighten the 
rest of us by sending in new matter. 


Discussed below are a few subjects covered before, dressed up, in some 
cases in slightly more stylish clothing, and perhaps seasoned with a pinch more 
experience. (How's that for mixing metaphors?) 


ADJUSTING HOODS AND NOSES 
(Vol. III, No, 3, Page 28 - December 1984 - rewritten) 


How many ‘37's have you seen with perfect alignment of hood, cow! and nose 
piece? None: jit is difficult even to come very close. The Special I sold 
last summer came to me with the best-fitting '37 hood I have ever seen, and my 
then-innocent efforts to tweak it into even better precision of fit ended 
invariably in making things worse. From this I learned why so many hoods did 
not seem to fit right. The following is the advice of Dave Lewis, based upon 
several lessons learned the hard way. 


Firstly, if you really mean to get it right--or as close thereto as 
feasible--once and for all, take off the front fenders. That is easy compared 
with what is to follow, and it will improve your chances considerably. The 
fenders lock everything into place. Then loosen the two bolts which hold the 
hood and all the front end sheet metal attaching bolts. The large center frame 
mount under the radiator should be shimmed, if necessary, to get the correct 


1“ 


height. You can change everything by moving the nose forward or back as well 
as side to side. You should have a helper who can watch as you make each move 
and tell you what is happening, since it will be impossible for you to see it. 
It is also highly desirable to put masking tape on all areas that might be 
scratched, as it is very easy to make a mess of your paint job. The helper 
must be alert to this; you probably will have overlooked a few spots. Every 
time you move the nose it changes several alignments of the hood, and you will 
immediately discover that when you move the nose to correct one side it will 
mess up the other. It is important to try to visualize in your mind what will 
move when you move the nose one way or another. It will probably take several 
mistakes before you catch on. Persevere: just as you are about ready to throw 
in the towel, things will fall into place. Then tighten everything up 
carefully and replace the fenders; they will lock it all in place. The 
fastening closed of the hood is adjusted by moving the three latch hooks on 
each side. 


The 37 hood is a nasty and difficult problem, which is why Buick went to 
a different style hood in ‘38. The '38 hood decreases accessibility, but it is 
much easier to get a good fit. You should set aside at least two or three 
hours for an alignment job, and send your wife, kiddies and maiden aunt off to 
the movies. Indeed, this is the kind of job that, in my experience, often 
benefits from interruption for meditation, the drinking of a pint or so of your 
favorite beverage, or a walk around the block. This gives gray cells a chance 
to cogitate, and the benevolent spirits to regroup from the flight your curses 
and calls upon the devil drove then into. Frequently, things go much better 
after such an interlude. But whatever aids you use, it ain't easy. If your 
car presently has a decent fit, if not a perfect one, think twice before you 
mess with it. 
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OOD RATTLE 
ORRECTION ~ 1937 


Dealer Service Bulletin 


Fig 65 


Hood rattle on 1937 Models 
can be eliminated by follow- 

the procedure outlined 
below - 


1. Lower front and rear | 
hood, catch bracket "A\ 
and "B" in Fig. 65 to 
extreme end of slot as 
shown. 


2. Adjust center bracket 
“o" Fig. 65 in or out 
to give correct tension 
and easy hood handle 
operation. 


3. With hood raised, form 
y hand the front end 
f hood to insure proper | 
contact with dowel pin 
Fig. 66, (Hood | 
should be over form 
at this point enough 
cause hood to contact 
‘D before locking 
hood handle. ) 


tal ghown at “E" in 

g- 66 should be cut 
driven back to 

e hood clearance 
8 point 


hood and check 
looseness at 


der nt hood lace, 
Fig. 67. Thickness 

fe should be 

ned by closing 


jeterm! 


d and checking rela- 
f hood and shroud, 

king sure hood 
above 


Dealer Service Bulletin 
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When difficulty 1s experienced at the rear hood catch or hood 

moulding 1s out of alignment with that on the body, this is usually 
HOOD ALIGNMENT | caused by the hood catch rod drawing up too far on’ the bracket, 
1937 ALL SERIES | causing the hood to be drawn in too far, resulting in misalignment. 


Mais gondition can be corrected by following instructions in 
Pig. 84. 


WHEN OFFICULTY 18 EXPERIENCED AT THE REAR HOOD CATCH O® HOOD 
MOULDING IS OUT OF ALIGNMENT WITH THAT ON THE BODY PROCEED AS FOLLOWS 
THESE COMOTONS UBLALLY OCU MON THE NOD CATOR MACHETS ANE ADIUSTED TO THE 

sorrow oF te ors, 
Extn 1200 CATCH BAKCHET f(T 18 OF THE TRE SHOWN THE HOOD EATEN WO THAMELS UR THE 
MUO PLING THE HOOD SOC N—MSALGNNG THE MOLINE AND THE HOOD WL MOT DRAW DOWN. | 


WaT TPE BRACKETS CAN BC MPAINED AS. FOLLONS 


Mant A MAACRET AB SONNE ATA AME ABSEULE LOCH THE ORUSENT OME AS SHOWN AnovE 
Bk SMALL ECE OF METAL CAN BE WELDED TO THE PHEINT SHACKET AB SHOWN AT 


GTN METHOD PROVOLS A DEFWETE STOR TO THE HOD CATON REO MIROH PROPERLY ALIGNS. THE 
W020 we for Mou.onCs 


‘We SUPPORT OUR ADVERTISERS te 


That Little stogan which appears in these pages every month means what 
it says. The firms that advertise in these pages all have good reputations 
for service and quatity. when you buy grom them, please mention their ads 
in The Torque Tubes it's hard for businesses to know how well their ads 
are working wikess we tell thom. In particutar, t00 06 these 4iims -~ Bob's 
Automobilia and Lynn Steele -- have new catalogs out that are better and 
more Comprehensive than their ofd catakogs. Every member who is working 
on a car should have them. See ther ads in this issue. 
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MORE BRAKING POWER FOR 40- AND 60-SERIES CARS 


(Vol. I, No. 5, Page 14 - May 1982 - rewritten) 


This "tip" was sent in by Bob Pipkin (#076), who knows Buick repair and 
restoration inside and out. In the process of working on many cars, Bob has 
developed several invisible modifications that improve reliability and 
adaptability to modern roads and driving conditions. This is one such series 
of modifications. 


1. Giving your 1937-38 series 40 a little more braking power is 
a matter of bolting on stock components, Use all four brake 
drums, shoes, springs, retainers and backing plates from a '37 
or '38 60-series car. This will increase brake width from 1- 
3/4 inches to 2 inches. The hardest part of this is finding a 
60-series parts car. (Buick should have used this 
modification, but apparently did not, in the “police” and 
“taxi" packages for 40-series cars.) 


2, By using 1940 series 60 and 70 brake components on the '37-'38 
series 60, you can increase brake size from 2 inches to 2-1/4 
inches. Again, use the drums, shoes, springs retainers and 
backing plates. 


If you really want to "go for bear" on both the 1937-38 series 40 and 60, 
try this: 


3. Use the complete brake assemblies from 1941-49 series 60 and 
70 Buicks, including the front hub and spindles. This gives 
2-1/4 inch brakes front and rear and the added bonus of larger 
front outer wheel bearings. 


4. With all the modifications discussed above, use the larger 
front wheel cylinders from 1942-49 series 40, 50, 60 and 70. 
(You can also use these without other modifications.) These 
are easier to locate if you are searching for NOS parts. 
(Note: Since Bob wrote this article in 1982, we discovered 
that NAPA carries a good replacement for the original 40- 
series wheel cylinders. I suspect there is a NAPA 
replacement for the '42-'49 cylinders also.) 


All of these modifications have worked well on Bob's cars. They require 
fo special tools or machine work. 


40- AND 60-SERIES BRAKE PARTS 


Compiled from several prior issues, here is a list of new NAPA and 
Raybestos/Manhattan brake parts that will interchange with original '37 and '38 
40- and 60-series parts. (Some of the numbers are about five years old, and 
may have been superseded or the parts discontinued. However, you should be 
able to find most or all by a little diligent looking. Hint: ” When looking for 
NAPA parts, go to the biggest store fn the biggest city you can conveniently 
reach. 
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Part NAPA # R/M # 


Wheel Cylinders, Front United 7536, 7 
Wheel Cylinders, Rear United 7563, 4 
Whee? Cylinder Kit, Front United 35 WK-35 
Wheel Cylinder Kit, Rear United 21 WK-21 
Master Cylinder Kit United 3 Wk-3 
Front Hose United 4497 BH-7600 
Rear Hose, Frame to Tube 

(Exc. '38 Convert.) United 35019 BH-6100 


The various pins, springs, adjuster screws, etc., are usually easy to find 
by matching what you have. 


GASKETS 
Here is an up-to-date list of Fel-Pro gasket part numbers for both large 
and small engines. All of these are still made, and any auto parts store or 


Jobber “that handles Fel-Pro should be able to order them for you. If you have 
trouble, write to Fel-Pro,Inc. 7450 North McCormick Blvd., Skokie, IL 60076. 


40 Series (247) Engine 


Full Set FS7549B-2 
Intake Man. MS8910 
Exhaust Man. MS2498B 
Exhaust Pipe Flange 8938 (2 req.) 
Fuel Pump 6579 

Of} Pan 0540380 

Rear Main 853987 

Valve Cover VS4035A 

Push Rod Cover Ps4og4 


Water Pump Outlet; Timing Chain, Cover 
('38 only): included in the full set, 
not available separately. 


60-80-90 Series (320) Engine 


Full Set 4S7612B 
Intake Man. Ms8912 
Exhaust Man. MS8408 
Fuel Pump 6579 

O11 Pan osao2sc 
Rear Main 8S3987 
Valve Cover vs40z7A 


Head; Push Rod Cover; Timing Chain 
Cover ('38 only)): included in full 
set, not available separately. 
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CAR WASHING - THOSE NASTY WHITE SPOTS 


Most of us have had trouble at one time or another with white spots on car 
finishes. These come principally from the drying of beads of water, especially 
where a wet car is left in the sun. Al) water except the distilled stuff has 
minerals dissolved in it. The nature and amount of these vary. Frequently 
they are salts of calcium and magnesium (i.e., "lime"), but many other 
compounds may be present. Where I live the water is'very "hard," and a water 
softener is essential to avoid rapid destruction of pipes and water heaters. 
Unfortunately, the outside faucets, which will be used for car washing and lawn 
watering, are not connected to the softener. The white spots result when the 
water evaporates, leaving the mineral salts behind. Especially on a hot summer 
day, these salts will stick to the finish, and subsequent washing with soap and 
water will not remove them. Although many years ago rain water was considered 
"soft"--some older members may remember “rain barrels,” the contents of which 
were used by the ladies for hair washing--today rain sometimes contains stuff 
which also can spot car finishes. 


Obviously, the best way to avoid white spots is to wash your car in the 
shade or at dusk, use the "softest" water you can, and dry it off thoroughly 
with old bath towels or a good chamois. Sometimes, however, spots creep in 
despite our best efforts. Once I left an "everyday" car in the driveway on a 
summer afternoon. My neighbor set up his lawn sprinkler, and a fresh breeze 
blew a fine mist from his lawn to the car. When he shut off the water and the 
car dried, one side of it was covered with little white spots. Quickly 
plumbing my knowledge of "home remedies," I tooled off to the nearest market 
and bought a gallon of generic white vinegar--no need for the fancy, selad-oi1 
stuff--and a soft bristle brush. I then washed the spotted side of the car 
with straight vinegar, scrubbing gently with the brush, and rinsed with "soft" 
water brought in pails from an inside faucet. Viola! Spots gone. Vinegar, a 
mild acid, will attack the mineral salts, which are usually alkaline, and 
dissolve them. The sooner you do this the better, since time and sun will tend 
to bake the spots on more and more firmly. 


If the vinegar bath does not work, you'll have to resort to polishing or 
rubbing compounds. The vinegar may remove wax: you should be able to tell by 
the way water beads on the surface. Obviously, strong rubbing compounds should 
be avoided if possible, since they remove paint. The amateur should not 
attempt to use them with a powered buffing wheel: it's all too easy to remove 
all the paint ff you don't have the skill, 


We CARSFOR SLE 


CAR FOR SALE: The Editor received a note from a former member who wishes to 
seTT a 1938 Model 41. To the extent decipherable, the note appears to indicate 
that the engine and running gear have been rebuilt and that the car has been 
stored indoors for some time. Those interested may contact Rolland McKenzie, 
3320 Scatterfield Road, Anderson, Indiana 46013. 


20 


‘olu 
oak Lo] 
rol Tialuln |} 

c 
er Er 
G 
eee eee 


A 
mi ty [DleE|s| 7} 


sand 
yo 
4], 


2 


All parts fit year and series indicated, and possibly other years. 


ies is shown in parentheses. 


NOS set rod brgs .001 for insert rods 37-8(40) 
40S set rod brgs .002 for insert rods 37-8(40) 
§ clutch driven plate 37(40) 

NOS generator brush set 37-8 


n point set 37-8 


NOS horn cable connector 37-8 


aker plate to distr. body 37-8 


stributor rotor 37-8 
408 spark plugs 37 


© horn ring rubber separator 37-8 


int.steering arm bearing kit 37(40-60) 


© lighter element 37-8 


unning board mouldings with clips 37(40) 
switch 1594 36(40) & 37(40 Marvel BD1) 


scuum starte 


S transmission case 37(40) 
counter gear 37-8(40) 

ar 37440) 

dler gear 37-8(40) 

eed gear 37(40) 


ve 37(40) 


erse gear 37-8(40) 


@ synchro drum 37(40) 
iOS third speed synchro dmum 37(40) 

OS mainshaft 37(40) 

NOS counter gear shaft 37-8(40) 

rse gear shaft 37-8(40) 

d & third speed yoke 37-8(40) 
& reverse yoke 37-8(40) 
transmission shift bar 37-8 (40) 


Hates, 53 Ivy Lane, Sherborn MA 01770 617-655-0732 


$70/8 
$70/8 
$40 
$4 
$4 
$10 
Ba 
$2 
$20/8 
$15 
59 
§3 

$200/pr 
$35 
$75 
$40 
$35 
$20 
$30 
$20 
$25 
$25 
$20 
$30 
sis 
$10 
$15 
$15 
$10 


idd 10% Shipping & handling to all prices. other parts available. 


FOR SALE: Presently accepting inquiries for free delivery to 

BCA National Meet in Flint, Michigan next summer, of heavy items 
Such as: engine blocks, transmissions, differentials, radiators, 
Springs, brake drums, steering boxes, fenders, hoods, trunk lids, 
doors, rims. A deposit of 10% of agrred price required in 
advance. Send itemized list and 40¢ in coin to: 


ROBERT L,JAMES (#371) 
P,0,Box 531 
waitoy, 

Ontario Lin 


OR SAL 
"37 nose cone, complete with grtiles, center molding, emblems. 
This ts a good used unit I found hanging on @ barn wall (yes, 
they're still out there). Grilles are super nice, center molding 
has a minor dent in the Genter & 1s flat on the extreme lower end. 
Hood ornament tip 1s broken. $150 complete as ia, or $200 if I 
metal finish the molding 
'38 grille halves, pitted. $65 pair, 

'38 small series radiator, nice, tested. $150 

"38 small series transmission, for parts only, $20 


LARRY MeGRAY (#429) 

Larry McGray Antique Automotive 
243 Nortn Main St. 

Oconto Falla, WI 54154 

414/846 -3426 


SPITS TNAVTED 


WANTED: 1939 80,90 series rear stabilizer bar (radius rod), not 
bent. Will purchase, or could borrow one and return it, (1939, 
are same part, 


DAVE LEWIS (#237) 
3825 South Second st. 
Springfield, IL 62703 
217/529-5290 


WANTED; 1937-1938 Type "AB" AC fuel pump for series 60,80,90; 
complete pump or rebuildable core. 


DOUG NELSON (#051) 

761 Hylo Road S. 

Salem, OR 97306 

503/399-0547 \ 


WANTED: For 1938 model 41-- rear bumper guard; gas tank sending unit; 
Tear vent windows, 


V3 CANADA 


CARPET GALLERY, INC. (Jay Kassakian, #026) 
117 Water Street 
Newton, NJ 07860 201/383-5435 


WANTED: Pair of 1937 tail lights; complete assembly, or will buy 
Tenses separately, 


RICK WILSON (#539) 
22 Noble Street 
Delaware, OH 43015 614/362-1134 
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Adrian Rubio (#667) Tom Savino (#671) Chuck Ellsworth (#675) 
Box 776 57 Chestnut St. 1826 2nd St. 
Barrow, AK 99723 Westbury, NY 11590 Eureka, CA 95501 
907/852-3037 516/997-9348 TOY/ as! 4TH 
37 4 +37 hoc 138 40 
Edward C.Williams (#668) © Tim Wilson (#672) Rene D.Delhomme , Sr. (#676) 
Rt.1-Box 379 RR#2 414 Maryview Farm Rd. 
Fieldale, VA 24089 Keswick Lafa; “a LA 70507 
193/073-1787 Ontario L4P 3E9 318/232-4700 
"38 4oc CANADA *38 81; '38 60 hearse 
416/476-4071 
Paul Hayek (#669) 3B 46 
6125 Code Ave. Mike Hart (#677) 
rye Roy W.Schmiat (#673) 186 Brushy Plain Rd. 
612/925-2611 10200 Yankee Hill Branford, CT 06405 
138 AL Lincoln, NE 68526 203/481-0005 
"37 90 "38 46c 
Don Bianchi (#670) 
130 Woodward Ave. Joe Marino (#674) 
Rutherford, NJ 07070 9001 Airport Blvd.-106 
201/933-3035 Houston, TX 77061 
"37 91 713/333-2010 
137-80 


Support Our ADVERTISERS 


BUICK TORQUE BALL SEAL KITS, include shim gaskets, cork packing, instruction 
sheet and a tube of silicone. Will fit 1937-38 all series. $29.95 postpaid. (NJ residents, 
add 6% sales tax.) Send check or money order with name and address; year and series 
of car. Please allow 2-3 weeks for delivery. 


JECC, Inc. (Jerry Pasquariello #643) 
P.O. Box 616 

West Paterson, NJ 07424 
201/890-9682 


DAVE LEWIS 


RESTORATION 


2 


‘All 1937 And 1938 Buck Automobiles 


3825 South Second Sereet. Springpleld,Itinots 62703 
2P°329520 
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BUICK INTERIORS NOW AVAILABLE 


Complete your restoration with an 
authentic Buick interior from Hampton 
Coach, Each kit made in our own 
upholstery shop to original specs using 
only the finest fabrics and materials. 


Panel Kits, Headlining Kits and Seat 


Upholstery Kits come complete. ready to 
install 


We presently have kits for the following 
popular Buicks from 1936 to 1940 and are 
in the process of adding many more. 


* 1936 Model 46 Business Coupe 

©1937 Model 41 4-Door Trunk Back Sedan 

* 1938 Model 4] 4-Door Trunk Back Sedan 

©1938 Model 46 Business Coupe 

©1939 Model 41 4-Door Trunk Back Sedan 
#1940 Model 41 4-Door Trunk Back Sedan 


Guaranteed Quality & Fit 


White or call today for free literature including samples and prices. Please be sure to include 
year and mode! of your Buick along with your request 


HAMPTON 
(Gach) 


Hampton Coach Inc. 70 High Street, PO. Box 665. Hampton. NH ©3842 (603) 926-6341 
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‘Number 2 ina series. 


The Best in 37-38. Period. 


BUMPER GROMMETS, FRONT BODY MOUNTING PADS YW Bpe fora oO a 
umatGans rb road Biase teytioe wecmiiyion Metin fas Ste ay 
Mona titmascacccgy emetou © gman epee aioe roe ca 
Soot oy oaomens cast 27500 
nl sé0000, Baa gop ae! om 
Accesories = lita EIB sh nina coma gh 
8.056 s200pr Raenunsente “e 
Eat Some 24st crys) 

|GROMMETS, REAR et Re 
BUMPER Pree! 77500 PTT 
193798Gonme inp hp D16 Sites wary bac 
Mewes 0 Bas ro ee 
B02 1950p. VULCANIZED WINDSHIELD GASKET 0136 $1750 

Una vawwcdatimitewnergcar — WITSIBRG Bo ith Tilow MOTO 
HOOD BUMPERS & ANTFSQUEAK  “asyOmCatsGusceeam” "™ —-EEmexiewetiamormcts 
eeu, 

Mason odin wttrgemeaah sre wan — B50 mee Cores $22.05 


[Wf van pw crs cn we fre 


‘ai Ragpetnasy kr nee at seta Spe Cazst $2750. 
teria iaymaganeonetene Meena sertacen He Sner e aa tem aT 
remo on becmineye con a Tanne fest 
Coes 4 Soysse ne Shera Aono erg cele e oe 
inraha hie Roma cats9 $2200. Cones 10000 
‘saa Se Aton Siemens 
th pee WINDSHIELD WEATHERSTRIPPING _Str'sanurnant low rasa esp o> 
ore Sova 137-8 ral weet wren was pay 
Sommaire eipraeraes wes Cates 75a 
oti ante 8 y Sow nome ania ones 
FENDER FITTINGS E0058.ch $505000 ste naan sogealiene 
estar mtca nrg ope ‘hak pa Soe ‘amen 
Srowmalagetmedtedsermeetpgw ——nsurg Pancras Te pan BER 10 Sem sono 
wisitedm short —— COOSBEA $5000 epee oe 
“ Tart spa ane 
GONG Bak) 112. atta a re 
L018 AB MS0R) $20.08 meikio wee hiavies: ‘ceca corso mar Se 
B.O164-BA(316+25H) - §11.2500 eteeeerencc Eph ennnevenennsone 
8.01848 AN6-S0t) __ $20 50a Soreumneninomee Ere C0660 25000 


{93855 Few eotrg DIG Gone, BF bad 7 
Vie wen Siworrgaity Abe nt sc 


eal bow ao nb 16 how Sane moe 


CV-0574-A (25 ft.) ‘$11 25/08, 0074-8 $5.25pr_ SewaneC 660 
cvosr45 508 $20,500 fori) $275%a 
i ad Saal rch ocie Vest COWL VENT GASKET 
mianteanea ware 127-4 Gas, cow pe Faces Hew Pees SIDE WINDOW CHANNEL WISTRIP 
0056 $26. RYO orga ete sponge sibuite, Gully 1906-06 Fer sp, sash charves for al apphcations 
30 Nartng pad rt wo fs usc mang cuatro 
he bn ny a 8 PE ea asain oe rd ran 
Boise $13.25ie0 Oi Ser Mok c aco — herman ocean aergee” 
ache {regres et trys oo 
RUNNING BOARD MATTING enoronaoawt Post oy ane 
zaeenrgenaay Spee ren SERS many cen 
Scvaaioiacwcanerenn see  emwwaeicwasyuattotie ” —CV.ORUATV2ich) SOSA 
“ry necessary Stic Yo Batarg so order warty Saree Achary aad oriy where reer 80 prwwet door aT (CV-0256-B (1/16 "thick) _ . $0.75M. 
Ke ‘ev.ones 75a 
How to Order: 
LYNN H. STEELE Catalogs are avaiable for $2 00 eacn Normally we aduse: 
Dept BB-88 you look at a catalog to compare picture with your original 


Denver NC 28037 


Toll Free Orders: 1-800-544-8665 
NC & Information: 1-704-483-9343 


1601 Highway 150 E. 


I jou nave toond te em you wth to order You can call 
Uusand place the tom on your MasterCardor Visa. We 
‘iso sh UPS Cash'C.0 D Include 10% for apping 
‘eran rom published rate wl be rtunded 
HOURS: 

8-8 Easter Monday-Thursday 

8-5 Friday, 8-12 Saturday 


20g AMTOMOBIIA tere ARE some oF 


(805) 434-2963 


z 
—S- oy —a- OUR 1937-38 ITEMS! 


1937-49 STROMBERG CARB OVERHAUL KITS SER.40-60 CK-3795 $25.00 
1997-40 CARTER * = 40-60 CK-370C $21.00 , = 
1997-51 STRONBERG CARB * =" 60-70-80-90 CK-B7IS. $23.00 
1997 SHOP MAMUAL FULL SIZE REPRINT -ALL SER SH-37F $30.00 
fee ae eae : SH-38F $35.00 
1937 OWNERS * 37 86.50 


im 08s . 3846.50 
1997 RADIO SERVICE MAMUAL —* 
1998 * INSTALLATION RAMUAL* 


RS-37 $6.00 
R538 $5.00 
1937 FISHER BUICK OMLY BODY MAN SER,40-60 —FA-37 $12.00 
199800 * ALL ON 8 Fe3TE 812,00 
1928 BUICK ACCESORIES FACTS BOOKLET REPRINT SL-38A 6 3.00 
1928 1998 SALES "NEWSPAPER® PHOTO'S 15° 1 23° SL-380N 6 6.00 
1929-42 BODY & CHASSIS PARTS BOOKS 2-VOLUNES 950,000 
1837 INSTRUMENT CLUSTER SILK-SCREENED GLASS 06-37 927,00 


J 1398 x s 6-38 27.00 

1837-38 CLOCK or RADIO(CHOICE)® = * == * GEE 16.00 

~ r 1997-28 FRONT FENDER FROSTED GLASS LENS PL-37B 417.50 

1997-40 WIPER ARN ~ CHROME ~ ALL SER, W360 $12.00 

1907-38" BLADE Pee $4.00 

Ss A 1996-39 SPARK & ROCKER CVR ZINC PLTED ACORN NUT AN-369 2.00 

1903-82 FENDER WELL ANCOR MUTS W/TAB W332 4 1.00 

1997-20 ENG, INTERIOR DECAL & DETAIL SET L7PCS 05-377 $39. 008ET 

1997/28 WOOD ORNAMENT (SPECIFY) WO-3 965.00 
1997 HUB CAP ~ GREAT COPY - PAINTED LETTERS H0-37 60.00 
1997-42 CONVERTABLE CHRONE DOOR LOCK BUTTONS — LB-372§ 7.50 
1997 ACCELERATOR PEDAL W/NEW STEELE CORE-BLE AP-3908K 25,00 


1937-3 REPLACEMENT SPEEDO CABLE 50-373 $16.95 
1993-28 PAD, FRONT SUPPORT.REPLACES #1271631  $P-338 § 9,00/°R 
1997-53 UPPER CONTROL ARM BURPER - SAAP-IN TYPE UB-373 $5.00 
1997-38 FRONT LOVER ARM BUNPER-CLANP MOUNT-SER? LB-311  $18.00/°R 
1996-53 EXHAUST DEFLECTOR-DOUBLE WALL ACCES.COPY €D-369 $13.75 | 
1997-38 ANTENNA INSULATOR RUNNING BOARD MOUNT — R1~378 $35.00 PR 


‘a 6 D 1837-38 FRT FLOOR WAT, SER, 40-60 COPY.CAN FIT ALL F-37B 
198-40 DECK NAKDLE RUBR FTG PABCSUPERIOR. COPY) DH-280 


1997-28 DOOR SILLS ETCHED ALUNINUN PATTERN 08-378 


1932-40 *FISMER BODY* PLATE - PAINTED & W/SCREWS FP- 


1829-40 DOOR FERRULES W/RUBBER SROMRET 
1929-40 * —* —_INSTALATION TOOL 
1936-28 SOLID STAINLESS BURPER BOLTS 


& > 1919-41 "BUICK® * ORIGINAL HOSE CLAMPS 


1937-38 EIKAUST CENTER MANIFOLD SER. 60-80-90 
1937-28 GLOVE BOIES SPECIFY YR. - ALL SER. 
1934-38 SEARSHIFT BOUT - SER.40 OMLY BLK or BRN 68-398 


Interior Plastics, Door Weather Seals, Electrical itees and Much Much More ! 
These Are Sone of The Iteas in Our 36 Page ALL BUICK Catalog. The Best [llustrated & Indexed Catalog in the BUICK Hobby is $2.00 
‘or Free Phone Orders. VISA MASTER CHARBE or C.0.D.. Personal Checks DK Include Your 1937-38 BUICK Club Meaber Munber on Mail 
Orders and Add 10% For Shippiing or $3.00 Whichever is Greater. 


Tel. (G05) 434-2963 BOB'S AUTOMOBILIA B02 2119 ATASCADERD CA. 99423 
27 


Perfectly Recast 


STEERING 
WHEELS 


1936 Thru 1947 
$2.00 for Brochure 
Must 
Specify year 


(602) 278-4505 


JB Donaldson ( 0 


2533 W Cypress Phoenix, Arizona 85009 


_ REYNOLDS Support Our ADVERTISERS 


} WIRING HARNESSES 
AUTHENTIC REPRODUCTION 
WIRING SYSTEMS THRU 1953 


LIMITED WARRANTY 
INSTALLATION INSTRUCTIONS 
‘SCHEMATICS 

ALSO OFFERING! 


RING: 
WIRING SUPPLIES: 
BRAIDING SERVICE 

IN $2 


WNT 


BOX 435 WAYNE, PA, 19087 


